
Complete BOM listings

Additional 60mm clearance required below cartridge for changeout.
WARNING: Do not use with water that is microbiologically unsafe or of unknown quality without adequate disinfection before or after the system. 

TECHNICAL SPEC SHEET

AP903 Whole of House Water Filters
Description:
• Whole of house 

At a Glance:
• Sanitary Quick Change

• 5 micron dual action filtration

• Reduces Dirt, Rust and Sediment * and Up to 85% Chlorine *, Taste & odour*

Products Benefit:
•  Easy to install

•  Sanitary quick change helps provide easier and cleaner cartridge change out

•  One year warranty

•  WaterMark certified to Australian standards for your peace of mind and protection

* Tested in accordance to manufacturer’s internal laboratory standard

 Ref. No. Description FGC Part Number Material Qty

 1 AP900 series SQC head 70020273937 Stainless 1

 2 AP900 series Bracket 70020200922 Stainless 1

 3 AP917HD 5 micron cartridge AK200126899 Polypropylene / Carbon 1

 4 1”NPTM x 1”BSPM Fitting AK200124258 Brass 2

WATER FILTERS

Product Specification:
Model Height / Width (mm) Pressure Temperature Flow Rate Inlet Capacity Micron

AP904 620 / 210 862 kPa 4-38º C 37.8 lpm 1” BSP 378,000 lpm* 5

AS/NZS 3497:1998
Lic 21119

Reduce Sediment
Improves Clarity

Chlorine Removal
Improves Taste & Odour
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